Neneone Access Controller

Classical but gives the perfect function
and eternal security
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» Patent for new type of Relay
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» Anti-pass-back function

PDuaI Operatlon Mode
> Dual Communication Interface
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Standalone/ Networking AR-723H/AR-721H/AR-757/H

Access Control AR-725H/AR-725H-M
AR-725E-V2/AR-725-V2-M

| Specificati°n| AR-723H AR-721H AR-757H AR-725H  AR-725E-V2

Frequency
IS014443A

Option
1IS015693
DESFire
PSAM
NFC

IS014443A IS014443A IS014443A

1ISO014443A
Option Option Option
IS015693 1S015693 15015693
EM Standard Do EM Standard SO1o8s EM Standard SOIo8s EM Standard
PSAM PSAM PSAM
NFC NFC NFC

1IS015693
DESFire
PSAM
NFC
9-168VDC 9-16VDC 9-16VDC 10-24VDC
RS-485 RS-485 RS-485 RS-485+Ethernet
-20°C to +60 °C -20°C to +60 °C -20°C to +60 °C
Lock Relay Alarm Relay / Lock Relay|Lock Relay Lock Relay
Toggle, 1-600 Sec. |Toggle, 1-600 Sec. |Toggle, 1-600 Sec. |Toggle, 1-600 Sec.

1,024 1,024 3,000 16,000
65,000 65,000 65,000 65,000 No
External Reader WG26/34

WG26/34 WG26/34 WG26/34 WG26/34
Anti-pass-back
Lift Control 32 floors, 1,024 Users|32 floors, 1,024 Users |32 floors, 1,024 Users |32 floors,3,000 Users |64 floors, 16,000 Users

Serial Port

Standard EM Standard

Reading Range
(Depending on tag or card)

Power Supply 9-16VDC

Power Consumption

Communication
Interface RS-485

Baud Rate

'?gne'n%trigl?ure -20°C to +60 °C
Digital Input
Relay Output No
Lock Relay Time
Alarm Time
Tamper Switch

-20°C to +60 °C

Toggle, 1-600 Sec.

M4/M8 | 1,024
MB

User Capacity

Event Log

Door Bell Button No

Transistor Output

Protection standard IP56 (Option)
Indicator
Keypad Material No
Housing Material
Time Zone
Operating Mode

o |IP54 PS5 IPS5
llluminated Touch-panel |llluminated Touch-panel

(Connect to Multi-Doo (Connect to Multi-Doo (Connect to Multi-Doo (Connect to Multi-Door
1 1/88 Networking Controller: 1 1/63 Networking Controller) 1 1/88 Networking Controller) 1 1/88 Networking Controller) 83
Standard: Gray / Silver Gray / Sil Gray / Sil Standard:Black / Gray / Silver |Standard:Black / Gray / Silver
ion * Black/Pearl White/Bl ra lver ra liver ion: Pearl White/Blue/G ion * Pearl White/Blue/G
Option: & oC A SiowOrange/od Y Y Option: (& Orangeres - |OPEION: (i Orangermed -

40+5

Color

Dimension(mm)
Weight(g)

100=+10 155+10 110+10 (H),360=10 (H-M)|165+10 (V2),510+10 (V2-M)

Ethernet Ethernet

Elevator
(Lift Control)

ROUTER INTERNET ROUTER

[ RS-485
Ethernet Up to 254 nodes

) AS-485 (CH1) WG

4 Ethernet |

RS-485 (CH2) | WG |
RS-485
Up to 254 nodes

RS-485
Up to 254 nodes Hea " — DO

Structure

Elevator
(Lift Control)
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